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Inverter + batt ery charger Onduleur + char geur de ba tterie  |  | Inversor + C argador de batería

Continuous power 25°C

Power 30 min.  25°C

Power 5 sec.  25°C with solar / inver ter / 1-phase

1 fase

Nominal output voltage,  line to neutr al*

Nominal output voltage,  line to line *

Nominal output fr equency *

Nominal ba ttery voltage (input r ange)

Maximum char ging curr ent / power *

Harmonic distor tion Charge character istic * Temp erature 
com pensation * 

Distorsion harmonique < 1 % Caractéristique de 
charge * 

Compensa tion de la tempér atur e* 

 Klirrfaktor Ladechar akteristik * 

Temper atur 
Kompensa tion * 

 Distorsión armónica Características de 
carga * 

Compensación por temper atur a* 
tempsensor (incluido)

Solar PV Solair e PV | Solar PV | Solar FV

Number of  MPPT inputs

Max PV  shor t cir cuit curr ent per PV  input

Maximum PV  open voltage (V oc)
900 Vdc

Star t up voltage / Shut of f  voltage

Maximum solar power pr oduced (electr onic limita tion)

Maximum solar power r ecommended (@S TC)

MPP voltage r ange r ecommended
300 - 700 Vdc

 97 
 

Rendement de conversion max.  solair e à batterie  

MPP-
 

Rendimiento de conversión max.  solar a ba tería  

Transfer Transfer t | Transfer | Transfer encia
AC source (grid or genset) 
Maximum r ated curr ent

Oper ating voltage r ange,  line to neutr al

Nominal voltage,  line to neutr al / line to line *

 

Nominal fr equency *

*

* *  
*

III,  

nd source or load)  ème da entrada o salida )

Maximum r ated curr ent

Oper ating voltage r ange,  line to neutr al

Nominal voltage,  line to neutr al / line to line *

 

Nominal fr equency *

AC loads Sortie AC | AC-Ausgang  | Salida  AC

Maximu m output current

General data Données génér ales | Allgemeine Da ten  | Datos gener ales

Product dimensions h/w/l and weight wall-mounted  :
rack 19”  :

Transpor t dimensions h/w/l and weight

Selfconsumption OFF / S tandby / ON 

I/O C ommunica tions  

Multifunction I/O contacts

Interfaces
easy monitoring APP

 

Oper at ing ambient  tempe rature rang e Rela tive humidity oper ation r ange
Mounting loca tion Indoor , unconditioned

Plage de temp ératur e 
de travail Hum idit é relative de fonct ion nemen t 

intérieu r, non 
condi tionné

Montageor t Indoor , unkonditionier t

Rango de 
temper atur a de trabajo Humed ad relativa de 
funcion amiento Lugar de montaje 
interior , sin acondicionar
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